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1.Mechanical seals or packing
+ Without refrigeration up to 140 °C
+ Standard balanced or unbalanced seals1.Mechanical seals or packing

2. Hydraulic
+ High efficiency
+ Low operating and maintenance costs

3. Renewable wear rings

+ Possibility of wear rings in different material
+ Low maintenance cost

4. Robust bearing design

5.Protective shaft sleeves
+ Shaft protection against abrasion
+ Easy and cost effective maintenance

6. Axial compensation piston (multitec only)

+ Reduces axial load on bearings

* Reduces pressure in seal chamber/packing

+ Guarantees long life of rotating elements, seals and bearings under extreme conditions.

7. 1st stage boosters
Special design for NPSH required
+ Reliability for work under vacuum
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Shaft seals

1.

Single mechanical seal

The standard mechanical is an
integrated design for high reliability.

We can offer 3 solutions of single
mechanical seal.

Solution 1 up to 90 Degr C
Solution 2 up to 140 Degr C
Solution 3 up to 180 Degr C

. Double mechanical seal

Minimize the use of sealing
liquid.

Can save up 90% of the required
sealing liquid.

Up to 180 Degr C

3. Dynamic seal

Don’t need any sealing water or
sealing water piping wich make
the solution of dynamic seal cost
effective.

Up to 100 degr C

Seal options
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Flange connections
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Flanges
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Material - Chromium
Parts. steel.

Duplex Duplexex Castiron

Suction
casing

Stage
casing

Discharge
casing

Seal
housing

Material

Impellers

Wear
rings

Shaft

Shaft
sleeves

Bearing
bracket
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Applications:

QOil and Gas

Hydrocarbon processing

Pulp and paper

Power generation

Food, metals&fertilizers

Water and waste water.

Boiler Feed duties in the industrial power application u p to 180° C
Condensate service in the power stations and industrial plants
Feed pumps in desalination by reverse osmosis

Shower water in paper mills.

High Pressure water in general industry.

Specifications:

Speed:1500rpm—2900rpm/1750rpm--3500rpm
Size:DN25-DN150mm

Capacity:700m3/h (max)

Head:900m(max)

Working condition: 100 bar ( max )

Pumped media temperature: - 40 degr C to 180 degr C, PH =0-14




